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BOBCAT LOADER IDENTIFICATION

0 FRONT LIGHTS OPERATOR SEAT
GRAB
HANDLES
STEERING LEVER
SEAT BELT
o REAR AUXILIARY
TILT CYLINDER QUICK COUPLERS

TBUCKET

& FRONT AUXILIARY
QUICK COUPLERS

: SAFETY TREAD
BUCKET STEPS

OPERATOR CAB
« (ROPS & FOPS)

¢ REAR WINDOW

|

|
l-“‘“.lll xe
I Atk _|_. o
‘II“.}I"MT | i
'“'ﬂ“. “.“l.

SEAT BAR

REAR GRILL LIFT ARM

Dealer Copy — Not for Resale

LIFT ARM
SUPPORT DEVICE

LIFT CYLINDER

REAR DOOR : \
* TRACKS B 18214

{ OPTIONAL OR FIELD ACCESSORY (Not Standard Equipment)

T BUCKET — Several different buckets and other attachments are available for the Bobcat loader.

* ROPS, FOPS - Roll Owver Protective Structure, Falling Object Protective Structure, per SAE J1040 and 150 3471,
and Falling Object Protective Structure per SAE J1043 and 150 3449, Level |. Level |l is available. The Bobcat
loader is base—equipped with a standard operator cab as shown. Extra insulated cab is available as an option
[(Reduced noise level).
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Thank you very much
for your reading.
Please click here

to get more information.
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