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# DOptional of Field Accessory (Mol Standard Equipirment)

# TIRES - Twes shown may not be standard. The machine is factory equipped with standard tires. Other tires are available.

t  Bucket - Several differant buckets and othes attachments are avalable for this machine.

@ ROFS, FOPS - Roll Dver Profective Siructune, per SAE H 040 and 120 3471, and Falling Object Protective Struciure per SAE 1043

and |50 3449, Level 1. Layved 1l iz avalable.
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REMOTE START TOOL (SERVICE TQOL) KIT -
GEAGTTE (CONTD)

Loader Service Tool Harness - G68ST4T

Figure 10-61-3

The loader service tool harmness (em 1) [Figure 10-61-3]
is wsed fo connect the memote start fool (service tool)
{lt=m 2) [Figure 10-61-3] to the =lectrical system on the
loader.

Figure 10-61-4

Loaders without an attachment control hameass, remove
the boader hamess cap (ltem 1) [Figure 10-61-4] and
connect the Loader Service Tool Hamess from the
Ramote Start Tool (Service Tool).

10-61-3
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Figure 10-61-5

Loaders with an attachmant control hamass (7 pin or 14
pin}, the attachment harmess (ltem 1) muest be
disconnected from the loader hameass (ltem 2) [Figure
10-61-5].

Whean the remofe start procedurs is completed, replace
the loader connector cap (em 1) [Figure 10-61-4] or
reconnect the attachment contral harmess to the loader
harness [Figure 10-61-5].
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