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Houtine Maintenance
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Powershift Transmission
Check Lewvel - for fnlerqal see Serdce Scliedue
D . Dipstok/Filer

il level should be bo the full mark on the dipstick when the
ol k= cold i.e bafore Starting machine operation.

D0 NOT OVERFILL

Change Gil & Clean Strainer
= for inlesval see Sefvice Schedile

Drain @il by removing drain plug B.

Remove and desn simner &, Clean sirener wsing 2 suitabis
sofvant.

When rfitting strener, renew gasket © and apply JCB Look
and Seal tn bolks 0.

Tomue Setiings
Ik Nm gim Ibift
o 10 1.0 T4
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Renew Filter - by bnfernes soe Sarice Schedule
Un=crew and discard element E.

Smear sesl F owith trarmmigsion oil, and | new eleren Rand
tlight only.

Fill sy=tem in dipstich mark with JCB Special Tramsmission
Fluicd
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ROULINE Mdinienance

L LIONT O

152

Parking Brake - 5 Spead Gearbox Only

To merew the broke pads, ihe parking brake caliper
asmembly must be emoved, for this reason we recommend

thal only compatent mainienance engineers renew the pads.

The parking brake should be fully sngaged when the lever =
vertionl. The parking brake indicator ighd should Bght when
the brake = engaged with the forwandfreverss lever away
from nedmal (Starter switch o 1G]

& cauTion
The parking brake must not be used o slow the machine
from travelling speed, except in an emergenoy,
otherwise the efficiency of the brake will be reduced.
Whenever the parking brake has been uvsed im an

emergency, dwoys renew the broke pads.

-3-1-1M

& wanrninG
Bafore odjusiing the parking brake, make suwre that the
maching s on level ground. Pul chocks each side of all
four wheels. Disconnect the balfery so that the engine
cannot be siaried. If you do not take these precautiors

the mechine could run over you.
2334
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Test the parking brake as described on page G24-2. If e
rmachine moved during the tesk, check ibe pads andfor take
up the cable slank

1 Check the Pads
Lise feeler gauges and check the gap betwesn the
brake disc & and the face of the brake coliper housing
[Bj. The gap shoidd be greater $an Tmm (0040 i) 0
the g s leas than Tmem renew Bie pads.

2  Toke Up the Cable Skack
Désengage the parking brake (lever horizontal). Turn
handle grip € clockewise, hall & fum. Tesi the parkang
brake. If the brake fails ihis test, repeat procedure.

3 Renew the Brake Pads

a [Disengages the parking brofe {lever homnonta® Tem
handie grip C 1o bring pin O central inits shod

b Rermove clevis E, fram iop hole

& Loosen and remove bolts F, remove the caliper
mssevnbly.

d Hemove the old broke pads from the caliper
howsing. Fit néew pads, aign the sl G and ressed
porian H appragrintely in the caliper housing.

& Hafii the caliper s=sambly io the gearbox, forgus
tigien bolis F lo 244 Men (18D 14 ML

f Faff clevis E in ke oo hale

g Sel the parking brake = described on page &/24-
2
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Thank you very much
for your reading.
Please click here

to get more information.
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