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5-2  General Specifications

125 Skid-Steer Loader
TM-1167 (Mar-81)

Group 5

GENERAL SPECIFICATIONS

(Specifications and design subject to change without notice. Wherever applicable, specifications are in accordance
with IEMC and SAE standards. Except where otherwise noted, these specifications are based on a unit equipped
with 10 x 16.5 4-ply rating steel-ply tires and standard equipment.)

POWER SAE
(2800 Engine rpm)

Gross . ... 37 hp (27 590 kW)*
Net ... . .. .. ... .. 35 hp (26 099 kW)*

The above horsepower rating applies to gasoline and
diesel engines ( -120,000) and gasoline en-
gines (120,001~ ). Diesel engine horsepower
increased beginning with Serial No. 120,001-up as
shown below.

(2800 Engine rpm)
Gross ... 40 hp (29 83 kW)*
Net . ... ... ... . ... 38 hp (25 34 kW)*

Net engine flywheel power is for an engine equipped
with fan, air cleaner, water pump, lubricating oil pump,
fuel pump, alternator and muffler. The gross engine
power is without fan. Gross and net flywheel power
ratings are under SAE standard condition of 500-ft.
(152 m) aftitude and 85°F (29.5°C) temperature and
DIN 70 020 conditions (non-corrected). No derating is
required up to 10,000 feet (3000 m) altitude.

*In the international system of units, power is ex-
pressed in kilowatts (kW).

ISUZU ENGINE
Diesel - 4 Cylinder
Bore and Stroke . . ........ .. ... .. 3.37 x 3.31 in.
(86 x 84 mm)
Piston Displacement ................... 119 cu. in.
(1950 cm3)
Compression Ratio ................... .. 20.1 to 1
Maximum Torque (2000 RPM) ........... 79.6 ft-Ib
(107.9 N-m)
CONTINENTAL ENGINE
Gasoline - 4 Cylinder
Bore and Stroke .. ... ... ... 3.188 x 3.50
(81 x 89 mm)
Piston Displacement ................... 112 cu. in.
(1836 cm?)
Compression Ratio ....................... 6.0761
Maximum Torque ¢« 1500 RPM .. ... ... .. .. 90 ft-Ib
(122 N-m)
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TRAVEL SPEED - (2800 Engine rpm-no tire slip)
Forward or Reverse ................. 0 to 6.5 mph
(0 to 10.5 km/hr)

DRIVE AXLES

Axles are specially treated, forged 2.56 in. (65 mm)
diameter steel. Chain and sprocket primary and final
drive.

BRAKES

Service . ... Dry Disc-Type on
Two Front Wheels

Emergency ... ........ .. Foot-Operated Mechanical

Parking................ Hand-Operated Mechanical

STEERING

T-bar controls forward and reverse, right and left

movements through two axial variable piston pumps

and two axial fixed piston motors.

Turning Radius . .. ................. 360 degrees in
its own length

HYDRAULIC SYSTEM

Open-center, constant flow hydrostatic pump driven
from crankshaft - 15 gpm (60.51 Lpm) 2000 psi (138
bar) (13 790 kPa) at 2800 engine rpm.

TIRES

10 x 16.5, 4-ply rating, steel cap
15.5 x 15, 8-ply rating, terra
6.50 x 16, solid rubber

7 x 15, 6-ply rating, steel cap

CAPACITIES

Fuel Tank ( -120,000) ...... 24 gal. (80.8 L)
(120,001~ ) o 18 gal. (68.1 L)

Cooling System . ................. 12 gts. (11.3 L)

Engine Lubrication with Filter ... .. 5-1/4 gts. (4.9 L)

Hydraulic System ......... .. ... ... 18 gal. (68.1 L)

ELECTRICAL SYSTEM
12-Volt totally enclosed alternator, belt-driven

Battery 12-volt (Diesel) .. ............... 95 amp-hr.
(Gas)................. .. 61 amp-hr.
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Specifications are in accordance with IEMC standards. Dimensions are with the QUIK-TATCH
10 cu. ft. heaped (0.28 m?) Earth and Foundry Bucket and 10 x 16.5 Steel Cap Tires
A—OQverall height - lift arms raised. .. ... ... .. .. . . . . . 146.25 in. (3715 mm)
B—Height to hnge pin (maximum) ... ... ... . . . . 108.25 in. (2750 mm)
C—Overall height without ROLL-GARD . ... ... ... ... . 59.88 in. (1521 mm)
D—Owverall iength with bucket . ... ... . . . . 118.75 in. (3016 mm)
E—Dump angle . ... 42°
F—Dump height .. . 77.62 in. (1972 mm)
G—Reach at maximum height . ... .. .. .. 19.5 in. (495 mm)
H—Reach of bucket on ground . .. ... ... . 52 in. (1321 mm)
| —Maximum rollback at ground . . ... ... 28°
J —Carry poSItiON . .. 8.5 in. (216 mm)
K—Maximum rollback at carry position . . ... ... . . ... . 31°
L —Maximum rollback - lift arms fully raised .. ...... . .. . . . . . . . 100°
M—Digging depth . ... 0 in.
N—Height to seat . .. . ... . 42.75 in. (1086 mm)
O—Wheelbase . . .. .. . e 35 in. (889 mm)
P—Overall height with ROLL-GARD . ... ... ... .. . . . . . . . 82.75 in. (2102 mm)
Q—Overall length - less bucket . .. ... .. ... .. 90.25 in. (2292 mm)
R—Ground ClearancCe . .. ... .. ... . e 7 in. (178 mm)
S—Maximum grading angle . ... ... ... 94°
T—Angle of departure ......... .. ... .. .. ... ... .. ... ... ... e 22°
U—Reach at specified height .. ... ... ... . . . . 22.25 in. (565 mm)
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