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2. SPECIFICATIONS

21  COMPONENTS NAME
4 3
34
17
35
ar
22 10
M. MAME Mo MAME Mo MAME Mo MAME
1 [Engine 2 |l fiter 3 |Radiator 4 |Regarsoir tank
5 |air cheaner 6 |Mufflar T |Fusl tank 8 [Hydraulic tank
9 |Hydredlic pump 10 |Slewing modor 1 |Swing cylinder 12 |Control valve
13 |Trawvel lever 14 |Safety lock bever 15 |Canopry 16 |Operating lever
1F |Dozer operating lever | 18 |Throtte lewer 18 | Mondior pened (gauge cluster)
20 |Battery 21 |Swivel joint 22 | Travel motor 23 |Slewing bearing
24 |idler as=sy 25 |Lower roller 26 |Upper raoller 2T | Fubber crawler shos
28 |Dozer blade 29 |Dazer cylinder 30 |BEoom 31 |Boom cylinder
32 |Arm cylinder 33 |Light 34 | Arm 35 |Link
36 |Buckst cylinder 37 |Bucket
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2. SPECIFICATIONS

2.5 TRANSPORTATION
(1) LOADIMG MACHIME ON A TRAILER
1) Heep trafler bad desn. Pul chocks against tneck wheels.

2) Use a ramg or loading deck. Ramps must be strong enough, have a low angle, and comect height. Load and
umload machine on a level surface.

3) Travel machine onto ramps slowhy. Center the machine over the traller.
4) Lower sl attachment.
5) Stop engine. Remove key from switch.

AWARNING

Do not put chalns over or agalnst ydraulic lines or hoses.

6] Fasten maching 1o traller with chalns or cables.
Druring transporiaton, the bucket or attechments may hit the canopy or the cab. Therefore, s=t the machine in
the tremsporting positon by obserdng following poinks:
Extend the bucket cylinder fully.
Extend the armn cylindar fully.
Lower the boom.
i machine cannot be trensported with am cylinder fully extendad, remove bucket or attachment and extand
amm cylinder.
(2) TRAMSPORTATION DIMENSION AND WEIGHT OF ATTACHBMENT
1) BOOM WITH ARM CYLINDER

B oW b

Moded CXADB CX5085
LxH=xW 2780 x 1070 = 310 2810 x 1040 x 310
mm (ftin) (911.87) (3'6.1%) (12.2) (06.6%) (3'4.87) (12.27)

Welght wiamm cyl. kg {Ib) 223 (492) 237 (523)

2) ARM & BUCKET (Standard bucket)

hoded CE40B CX508
LxH =W 2630 = 510 = @0d ZTFT0 = 510 = 650
mam {ft=in) (8757 (20.1%) (23.67) (8'1.1%) (20.1%) (25.6%)
Weight kg {Ib) 164 (362) 175 (386)
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Thank you very much
for your reading.
Please click here

to get more information.
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