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INTRODUCTION

This manual provides the technical information needed to properly service and maintain the
L-780series skid-steer loaders. Use thissmanual in conjunction with the operator's manual which is
supplied with the loader. Keep both manuals available for ready reference.

On New Holland equipment, left and right are determined by standing behind the unit, iooking in
the direction of travel.

For information on engine repair, refer to the manufacturer’s service manual.

The easiest and least time-consuming removal, disassembly, and reassembly procedures are
detailed in this manual. Modifying these procedures is not recommended.

The L-780 series skid-steer loaders have been designed with emphasis on safety for operator
protection. However, careless and negligent operation can stilt result in serious injury to persons or
property. Be sure to read and follow all safety instructions in this manual.

Your New Holland dealer will be glad to answer any questions you may have about your loader.
When major service is required, his staff of trained servicemen is ready to serve you.

When in need of parts, always order genuine New Holland service parts from your New Holland
dealer. Be prepared to give your dealer the model and serial number of the engine and loader.
Locate these numbers now and record them below,

Loader Model

Loader Serial Number

...................................................

Engine Model ...ttt ittt e

Engine Serial NUMber ... .. ittt it ineteraiaeanaeannn.

A

CAUTION: THIS SYMBOL IS USED THROUGHOUT THIS BOOK WHENEVER PERSONAL
SAFETY IS INVOLVED. TAKE TIME TO READ AND FOLLOW THE INSTRUCTIONS. BE
CAREFUL!

IMPROVEMENTS

New Holland is continually striving to improve its products. We reserve the right to make
improvements or changes when it becomes practical and possible to do so, without incurring any
obligation to make changes or additions to the equipment sold previously.

ALL SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.
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PLEASE READ CAREFULLY!

INCLUDED THROUGHOUT THIS MANUAL AND ON MACHINE DECALS YOU WILL FIND
PRECAUTIONARY STATEMENTS SUCH AS “CAUTION”, “WARNING” AND “DANGER”,
FOLLOWED BY SPECIFIC INSTRUCTIONS.

THESE PRECAUTIONS ARE INTENDED FOR THE PERSONAL SAFETY OF YOU AND
THOSE WORKING WITH YOU. PLEASE TAKE THE TIME TO READ THEM.

PERSONAL SAFETY!

CAUTION: THE WORD “CAUTION” 1S USED WHERE A SAFE BEHAVIORAL
PRACTICE ACCORDING TO OPERATING AND MAINTENANCE INSTRUCTIONS AND
COMMON SAFETY PRACTICES WILL PROTECT THE OPERATOR AND OTHERS FROM
ACCIDENT INVOLVEMENT.

WARNING: THE WORD “WARNING” DENOTES APOTENTIAL OR HIDDEN HAZARD
WHICH HAS A POTENTIAL FOR SERIOUS INJURY. IT IS USED TO WARN OPERATORS
AND OTHERS TO EXERCISE EVERY APPROPRIATE MEANS TO AVOID A SURPRISE
INVOLVEMENT WITH MACHINERY.

DANGER: THE WORD “DANGER” DENOTES A FORBIDDEN PRACTICE IN
CONNECTION WITH A SERIOUS HAZARD.

ADDITIONAL PRECAUTIONARY STATEMENTS SUCH AS “ATTENTION” AND
“IMPORTANT” ARE FOLLOWED BY SPECIFIC INSTRUCTIONS. THESE STATEMENTS
ARE INTENDED FOR MACHINE SAFETY.

MACHINE SAFETY!

ATTENTION: THE WORD “ATTENTION” IS USED TO WARN THE OPERATOR OF
POTENTIAL MACHINE DAMAGE IF A CERTAIN PROCEDURE IS NOT FOLLOWED.

IMPORTANT: THE WORD “IMPORTANT™ IS USED TO INFORM THE READER OF
SOMETHING HE NEEDS TO KNOW TO PREVENT MINOR MACHINE DAMAGE IF A
CERTAIN PROCEDURE IS NOT FOLLOWED.

IMPORTANT!

FAILURETO FOLLOW THE“CAUTION”, “WARNING”, AND
“DANGER” INSTRUCTIONS MAY POSSIBLY RESULT IN
SERIOUS BODILY INJURY OR DEATH.
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Thank you very much
for your reading.
Please click here

to get more information.
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