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REFERENCE INFORMATION

Write the correct information for YOUR Trencher Attachment in the spaces below.
Always use these numbers when referring to your Trencher.

Trencher Serial Number

NOTES:

YOUR BOBCAT® DEALER:

ADDRESS:

PHONE:

Bobcat Company
P.O. Box 128
Gwinner, ND 58040-0128

Bobcat Company Europe
J. Huysmanslaan 59
B-1651 LOT

Belgium
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GROUND CONDITIONS

Digging Speed

Ground conditions vary greatly from area to area.
Digging speed should be adjusted to the ground

conditions in the area where trenching.

Use the following chart [Figure 1] as a guideline:

CHAIN PITCH

Pitch Length

Figure 2

Figure 1
CONDITIONS CHAIN SPEED
Rocky ------------ Slow
Sand Fast
Gumbo Fast
Normal Medium Fast
Clay Medium
Roots Slow to Medium
Asphalt Medium

P-60049

Listen to the machines engine. Adjust ground travel
speed to prevent engine lugging.

NOTE: Use trench cleaning foot to obtain clean
bottom trench.

The pitch length of a chain is measured from center to
center of the pins of one chain link [Figure 2].

Standard Piich Lengths;

LT112 & MX112 - 1.654 in. (42 mm).
LT113 - 1.654 in. (42 mm)

LT213 - 1.654 in. (42 mm).

LT313 - 2.00 in. (51 mm).

LT414 - 2.00 in. (51 mm).
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Thank you very much
for your reading.
Please click here

to get more information.
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